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PES-MV-WM
SERIES SPECIFICATIONS

CERTIFICATIONS

Code Compliance: UL 773A 
File Number: E208507 
Performance Certifications: Weatherproof / Title 20 
Safety Certifications: cULus Listed 

 
 

ELECTRICAL SPECIFICATIONS

Contact Rating: 1000W Tungsten; 1200VA Ballast @120VAC, 
1800VA Ballast @ 208-277VAC; 8A E-Ballast @120VAC, 5A 
E-Ballast @ 208-277VAC 

Max On Delay: 10Seconds 
Rated Input Voltage Range: 120-277VAC 

RPP’s PES-MV-WM is an IP65 weatherproof, universal voltage electronic 
photocontrol device that is perfect for high-precision dusk-to-dawn lighting 
control.

Features:
• �IR-Filtered Phototransitor sensor provides high-level accuracy and range of 

illumination operability�
• �120/277VAC, multi-volt for ease of ordering and universal compatibility.�
• �3-10sec delay helps avoid nuisance switching from car lights and other 

momentary light sources.�
• �Fail-on mode ensures areas being controlled are safely lit at all times.�
• �Can be mounted to the wall in a junction box, in an enclosure such as a timer 

box, directly to a lamp post or small fixture.�
• �Electronic Photocontrol, known for longer service life expectancy, built to 

exceed 10,000 ON/OFF switching cycles.�
• �UV-resistant polycarbonate housing material and IP65 rating make this device 

capable of operating in wide variety of demanding environments (−40 to +70 
°C, humidity 96%)�

LUMINAIRE SPECIFICATIONS

NEMA Type: 4 

IP65
RATING

 PROOF
WEATHER

20
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ENVIRONMENTAL SPECIFICATIONS

IP Rating: IP65 
Temperature Rating Range: -40-70°C 

UL Location Rating: Wet Location 

PHYSICAL SPECIFICATIONS

Finish Type: Polycarbonate 

Case
Length: 2 
QTY: 1 

 
 

Master Case
Height: 8 
Length: 12 

 
 

SHIPPING SPECIFICATIONS


